
Air Co Cleaner
A high performance cleaning product for use with all air conditioning units. 

P/N Product S/C Packaging

86551 Air Co Cleaner ACCB1 250 ml aerosol & 1m extension straw

Features & Benefits

• Unique foaming action – works directly on the 
evaporator

• Excellent cleaning and biocidal properties – eliminates 
bacteria and yeasts from air-conditioning systems 

• Fast acting – saves time and money
• Lasting protection – prevents the formation of 

unpleasant odors caused by micro-organisms on the 
evaporator

• Low odour solvents – vehicle can be quickly returned to 
the customer

Application

KENT Air Co Cleaner is formulated to clean the evaporator of the air-conditioning system in a vehicle. The 
unique clinging foam action ensures fast, effective cleaning and eliminates bacteria and yeasts in the 
system. 

If air conditioning systems are not maintained, particularly around the evaporator, deposits quickly build up.  
KENT Air Co Cleaner sprays a clinging foam, via the extra long extension nozzle, direct into the heart of the 
system, where the foam will revert to liquid and drain away the contamination via the drain tubes. 

N.B.: Additional use of KENT Air Co One Shot will protect and eliminate bacteria and yeasts from the 
ventilation pipes. 



Technical Information

KENT (United Kingdom) Ltd, Forsyth House, Pitreavie Way, Pitreavie Business Park, Dunfermline, 
Fife KY11 8US Tel : 0800 136925 or  01383 723344 between 08:30-17:30 
Monday-Thursday, 09:00-15:00 on Fridays’. For out of hours queries please Fax us on 01383 
735829 or Email: KENTsales.UK@kenteurope.com

liability resulting from negligence or where the Group was aware of the 
possibility of such loss or damage arising) is excluded. This will not 
operate to limit or restrict the Group's liability for death or personal injury 
resulting from its negligence KENT is the trading name of KENT (United 
Kingdom) Ltd.

Registered Office:  Amber House, 
Showground Road, Bridgewater, Somerset, United Kingdom TA6 6AJ 
All rights reserved.

Terms and Conditions
No part of this publication may be reproduced, transmitted or 
stored, electronically, mechanically or photocopied without 
the prior permission of KENT (United Kingdom) Ltd.
This data sheet and its contents (the "Information") belong to 
KENT (United Kingdom) Ltd or are licensed to it. No license 
is granted for the use of it other than for information purposes 
in connection with the products to which it relates. No license 
of any intellectual property rights is granted.

The Information is subject to change without notice and replaces 
all data sheets previously supplied. The Information supplied is 
believed to be accurate but the Group assumes no responsibility 
for its accuracy or completeness, any error from or omission in it 
nor for any use made of it.  Users of this data sheet should check 
for themselves the Information and the suitability of the products 
for their purpose and not make any assumptions based on 
information included or omitted. Liability for loss or damage 
resulting from any reliance on the Information or use of it (including 

SDS available on www.kenteurope.com

REV: 23.04.2018

Instructions

1. Remove pollen air filter.
2. Open the windows / doors of the car to allow good ventilation.
3. Turn off the air-conditioning system. Switch ventilation to re-circulation mode.
4. Start the engine.
5. Set the temperature selector to the highest level and the air distribution to the footwell. Set fan switch to full 

power to help the evaporator dry out. Turn off power after 5 minutes.
6. Remove glove box and trim cover located under the glove box to access blower motor if needed. 

Disassemble the housing of the blower motor or remove the blower motor if needed.
7. Shake can well and attach the extension tube. Insert the tube through the evaporator core or the blower 

fan. Insert the tube as far as possible in order to reach the evaporator.
8. Spray the complete contents of the can on the evaporator and allow the product to work for 15 minutes. Do 

not switch the engine on during this lapse of time.
9. Install a new pollen air filter. Replace blower fan (if needed), housing, trim cover and glove box. Set the fan 

switch to low power and allow the remainder of the product to leave the drain tube.
10. For the best result, don’t use the air-conditioning for several hours.

N.B.:
Please adapt the instructions to the design of the vehicle’s air conditioning system.
Avoid breathing the fumes during use of the product.
A vehicle that smells of solvent should not be returned to use. Ventilate the vehicle accordingly.

Base: Water, solvents, surfactants and biocide
Appearance / colour: Foam / white 

Odour: Characteristic
Density at 20°C: 0.96 g/cm³
pH: 11

Solubility in water: Not miscible or difficult to mix

VOC: 92.8 g/l

Shelf life: 12 months 

Custom tariff code: 34029090 

Biocide registration: FR: N-51843, DE: N-71368, BE: 13917B, NL: 15536N, Lux: 271/17/L
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